Project #252 Storing Electricity

OBJECTIVE: To store electricity in a capacitor.

Turn the slide switch (S1) on and connect points A & B with a 2-snap
- | ‘ wire. The green LED (D2) will flash and the 470uF capacitor (C5) will
c{ be charged with electricity. The electricity is now stored in the
capacitor. Disconnect points A & B. Connect points B & C and there
will be a flash from the 6V lamp (L2).

The capacitor discharges through the resistor to the base of the NPN
transistor (Q2). The positive current turns on the transistor like a
switch, connecting the lamp to the negative (-) side of the batteries.
The light will go out after the capacitor discharges, because there is no
more current at the base of the transistor.

Project #254
Electric Fan

OBJECTIVE: To make an electric
fan using a transistor circuit.

Project #253 Lamp Brightness Control

OBJECTIVE:
To use a transistor combination to
control a lamp.

Use the circuit from project #253.
Replace the lamp (L1) with the
motor (M1) and install the fan. By
controlling the adjustable resistor
(RV), the speed of the fan
changes. Now you can make
your own speed changing
electric fan.

Here is a combination with two
transistors. This combination
increases the amplifying power. By
changing the resistance, the current
at the base of the transistor is also
changed. With this amplifying ability
of the combination, there is a greater
change of current to the lamp (L1).
This changes the brightness.

WARNING: Moving parts.
Do not touch the fan or

motor during operation. Do
not lean over the motor.

Visit www.snapcircuits.net or page 74 to learn about Snap Circuits® upgrade kits, which have more parts and circuits. -54-



Project #255

Radio Music
Burglar Alarm

OBJECTIVE: To build an alarm that plays music on the radio.

Place the circuit next to an AM radio. Tune the radio so no stations are
heard. Set the slide switch (S1) on. You should hear the song play.
The red LED (D1) should also be lit. Adjust the variable capacitor (CV)
for the loudest signal.

Connect a jumper wire across points A & B and the music stops. The
transistor (Q2) acts like a switch connecting power to the music IC
(U1). Positive voltage on the base turns on the switch and negative
voltage opens it. Connect a string to the jumper wire and the other end
of the string to a door or window. Turn the slide switch on. If a thief
comes in through the door or window, the string pulls the jumper off
and the music plays on the radio.

Light Dimmer

OBJECTIVE: To build a light dimmer.

Press the press switch (S2) to complete the current’s path flow. You
might expect the LED (D1) to light instantly but it doesn’t. The
charging current flows into the 100uF capacitor (C4) first. As the
capacitor charges, the charging current decreases, input current to the
PNP transistor (Q1) increases. So current begins to flow to the LED
and the LED gradually brightens.

Now release the press switch. The capacitor begins to discharge,
sending input current to the transistor. As the capacitor discharges,
the input current reduces to zero and gradually turns off the LED and
the transistor.
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WARNING: Moving parts. Do not touch the fan or
motor during operation. Do not lean over the motor.

Motion Detector

OBJECTIVE: Build a circuit that detects motion.

Set the adjustable resistor (RV) to the center position. Turn the slide
switch (S1) on and the LED (D1) lights. Wave your hand over the
photoresistor (RP) and the LED turns off and on. The resistance
changes as the amount of light strikes the photoresistor. As the light
decreases, the resistance increases. The increased resistance lowers
the voltage at the base of the NPN transistor (Q2). This turns off the
transistor, preventing current flowing through the LED to the negative ()
side of the battery (B1). Wave your hand over photoresistor at different
distances. The LED gets brighter the farther away your hand is.

Fan Modulator

OBJECTIVE: To modulate the brightness of an LED.

Using the fan outline as a guide, cuta 3” circle out of a piece of paper.
Then, cut a small triangle in it as shown. Tape the circle onto the fan
and then place it onto the motor (M1). Set the adjustable resistor (RV)
to the center position and turn the slide switch (S1) on. Press the
press switch (S2), the fan spins and the lamp (L1) lights. As the
triangle opening moves over the photoresistor (RP), more light strikes
it. The brightness of the LED changes, or is modulated. As in AM or
FM radio, modulation uses one signal to modify the amplitude or
frequency of another signal. _—

3" dia.—
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